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 Spezialverdünnung 
        for Dachgrundierung 

                                                                                  

 

I. Application purpose 

 

Special thinner with mild odor for the dilution of einzA Dachgrundierung and for cleaning work tools. 

 

II. Technical data 

 

Density (20°C) 0.875 = 875 g/l 

Evaporation rate approx. 35 (aether = 1) 

Package size 5 l 

 

III. Security advice and labelling 

 

The product is subject to the Ordinance on Hazardous Substance.  

All necessary indications are contained in the Material Data Sheet regarding CLP Regulation (GHS) regarding Regulation 
(EC) 1272/2008. Available at www.einzA.com at any time or to be requested using sdb@einzA.com. Labellings on the packaging 

have to be considered.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
The previous information has been conscientiouly compiled according to the present state of knowledge of test technology and should serve as a 
guideline. Due to the multitude of uses and working methods, it is non-binding, does not establish any contractual legal relationship and does not release 
the consumer from his own responsibility of checking our products himself. Otherwise, our conditions of delivery and payment apply.  

Issued 06/2020; with this, all previous specification sheets are invalid.  

 


